
Range Name Iconik

Width 3m

Roll Length 240: 25 lm               320: 24 lm

Thickness 240: 2.4mm            320: 3.2mm

Construction Heterogeneous vinyl

Wear Layer 240: 0.35mm         320: 0.30mm

Acoustic Rating 240: ∆LW 16dB      320: ∆LW 18dB

Light Fastness �6

Warranty 15 years residential use

Specifications

Talk to one of our experts, or visit our website:
0800 800 460   |   customer.services@jacobsen.co.nz   |   jacobsen.co.nz

JACOBSEN 
BRINGS YOU

Iconik 3m
Vinyl Collection

Cosmo - Charcoal
Repeat: 100x100cm 
Laying: Same direction 
Tile size: 
33.33x33.33cm

5828225

Cosmo - Clay
Repeat: 100x100cm 
Laying: Same direction 
Tile size: 
33.33x33.33cm

5828242

Legacy Oak - Grey
Repeat: 133x100cm 
Laying: Same direction 
Plank size: 133x20cm

5828066

Cosmo - Steel
Repeat: 100x100cm 
Laying: Same direction 
Tile size: 
33.33x33.33cm

5828226

Ancares Oak - 
Plank Beige
Repeat: 100x100cm 
Laying: Same direction 
Plank size: 
16.66x100cm

5828230

Ancares Oak - 
Plank Brown
Repeat: 100x100cm 
Laying: Same direction 
Plank size: 
16.66x100cm

5828243

Ancares Oak - 
Plank Grege
Repeat: 100x100cm 
Laying: Same direction 
Plank size: 
16.66x100cm

5828229

Saraya - 
Light Grey
Repeat: 100x100cm 
Laying: Same direction 
Tile size: 
33.33x33.33cm

27101021

Ancares Oak - 
Plank Grey
Repeat: 100x100cm 
Laying: Same direction 
Plank size: 
16.66x100cm

5828244

Saraya - 
Dark Brown
Repeat: 100x100cm 
Laying: Same direction 
Tile size: 
33.33x33.33cm

27101025

Saraya - 
Dark Grey
Repeat: 100x100cm 
Laying: Same direction 
Tile size: 
33.33x33.33cm

27101023

Saraya - Anthracite
Repeat: 100x100cm 
Laying: Same direction 
Tile size: 
33.33x33.33cm

27101024

Legacy Oak - 
Light Grey
Repeat: 133x100cm 
Laying: Same direction 
Plank size: 133x20cm

5828067
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COF .40
SRV 39 

0.02 m2 K/W 
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AS/NZ 3661.1
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EN 12524
Floor heating

ISO 717/2
Acoustic impact
noise reduction 

EN 425
Castor chair

TARKETT
SUSTAINABILITY

TAG  
Recyclable

Recycled content

100%
16%

Better Indoor
Air Quality

<100  µg /m*

*except recycled
content

*TV 0C AT 
28 DAYS

PUR REINFORCED

TOPAZ 70 - TRAFFIC 250 

No. 0131-0022-DoP-2013-07
http://www.professionals.tarkett.com

Manufactured by: Tarkett GDL SA
2, Op der Sang

L-9979 Lentzweiler - Luxembourg

 ∆LW 13 dBca. 2.50 ca. 0.70 ca. 2.90 ca. 24 OK<_ 0.10
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Disclaimer: The information given here is correct at the date of publication however, due to 
Tarkett’s commitment to ongoing product improvement, Tarkett reserves the right to modify this 
information without prior notice. Please note that Tarkett’s instructions regarding installation, 
cleaning and maintenance must be observed. Please refer to Jacobsen.co.nz for guidance. The 
colour images provided are indicative only.

Suitable for all residential applications such as:

> Kitchen
> Living rooms

> Entrance
> Bathroom

> Rumpus 
> Bedroom


