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Range Name Iconik 300

Width 2m

Roll Length 25 lm

Thickness 3mm

Construction Heterogeneous vinyl

Wear Layer 0.25mm

Acoustic Rating ∆LW 20dB

Light Fastness �6

Warranty 10 years residential use

Specifications

Chevron - Coffee
Repeat: 200x100cm 
Laying: Same Direction 
Plank size: Chevron

5338923

Chevron - Smoked
Repeat: 200x100cm 
Laying: Same Direction 
Plank size: Chevron

5338922

Chevron - Caramel
Repeat: 200x100cm 
Laying: Same Direction 
Plank size: Chevron

5338921

JACOBSEN 
BRINGS YOU

Iconik 300
2m Vinyl Collection

Chevron - Cotton
Repeat: 200x100cm 
Laying: Same Direction 
Plank size: Chevron

5338920

Terra - Grey
Repeat: 100x100cm 
Laying: Reverse
Plank size: 33.33x33.33cm

5338900

Concrete Grid - 
Charcoal
Repeat: 100x100cm 
Laying: Same Direction 
Plank size: 33.33x25cm

5338908

Concrete Grid - 
Cold Dark Grey
Repeat: 100x100cm 
Laying: Same Direction 
Plank size: 33.33x25cm

53389095338914

Concrete Grid - 
Warm Light Grey
Repeat: 100x100cm 
Laying: Same Direction 
Plank size: 33.33x25cm

Concrete Grid - 
Cold Light Grey
Repeat: 100x100cm 
Laying: Same Direction 
Plank size: 33.33x25cm

5338910

Disclaimer: The information given here is correct at the date of publication however, due to 
Tarkett’s commitment to ongoing product improvement, Tarkett reserves the right to modify this 
information without prior notice. Please note that Tarkett’s instructions regarding installation, 
cleaning and maintenance must be observed. Please refer to Jacobsen.co.nz for guidance. The 
colour images provided are indicative only.

Suitable for all residential applications such as:

> Kitchen
> Living rooms

> Entrance
> Bathroom

> Rumpus 
> Bedroom
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Manufactured by: Tarkett GDL SA
2, Op der Sang

L-9979 Lentzweiler - Luxembourg

∆LW 13 dBca. 2.50 ca. 0.70 ca. 2.90 ca. 24 OK<_ 0.10
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