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CHARACTERISTICS	&	TECHNICAL	PERFORMANCECHARACTERISTICS	&	TECHNICAL	PERFORMANCE

Standard Tarkett	value

ClassificationClassification - Rubber	Floor	Tile	(ASTM	F1344)

Total	thicknessTotal	thickness ASTM	F386 0.125	"	(3.18	mm)

Installation	methodInstallation	method - Glue-Down

Format	TypeFormat	Type - Tile

Chemical	ResistanceChemical	Resistance ASTM	F925 Good

Static	Load	LimitStatic	Load	Limit ASTM	F970 Pass

Heat	stabilityHeat	stability ASTM	F1514 ΔE	≤	8.0

Slip	resistanceSlip	resistance ASTM	D2047 SCOF	≥	0.6

FlammabilityFlammability ASTM	E648 Class	1	(≥	0.45	W/cm²)

Smoke	DensitySmoke	Density ASTM	E662 <	450

HardnessHardness ASTM	D2240 Not	Less	than	85	Shore	A

SUSTAINABILITY,	ENVIRONMENT	&	INDOOR	AIR	QUALITYSUSTAINABILITY,	ENVIRONMENT	&	INDOOR	AIR	QUALITY

Standard Tarkett	value

Cradle-to-CradleCradle-to-Cradle - Bronze

ReStart®ReStart® - Yes

TVOC	emissionTVOC	emission - ≤	500	µg	/	m³

Floorscore	certifiedFloorscore	certified - Yes

TECHNICAL	AND	ENVIRONMENTAL	SPECIFICATIONS


